NOTE
Vortex Separator Availability
Separator Design
Vortex gas-liquid separator is designed to provide fine cleaning of gas flow from dropping, fine or aerosol liquid, oil or solids. When separating binary mixture (gas-liquid) the process of liquid phase degassing is concurrently performed.
These are unique devices being 150 times smaller than compatibles (see photo) by their weight and bulk indices. They weight 300 kg instead of 45 t. Provided that capacity and separation efficiency is higher than those of its equivalents. The devices offered separate mechanical microparticles max 2 μm in size. They are prospective global leaders. The photo of booth separator is given below. It can be easily checked out along with evaluation of gas separation efficiency and drying rates.[image: image1.jpg]




Separators may be used as follows:

· Petroleum industry. Any site with releases of associated gas prior to delivery to the gas transmission system; 

· Rosatom: air cleaning prior to delivery to nuclear plant compressors etc.
· Machinery plants: air cleaning;

· Consumer industry;

· Automobile plants (in particular, new car mufflers saving up to 10% of fuel, air intakes and vacuum cleaners);

· Building industry companies - cement industry;

· Chemical plants; 
· Shafts; 

· Food processors; Agriculture; Energy industry;

· Defense enterprises (Navy, plants, test sites etc. ) – air generation;

· Russian Railways – cleaning of compressed air of railroad engine or any other system brakes.

· Cleaning of water vapor from liquid, delivery of dry steam for turbines.
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